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Packaging:

Social responsibility:

Environment: Product:

Packaging:

Product:

Transparent cap
(SBC)

To protect the tip.
With staple.

Clips.

Valve system with soft body and fine metal tip. Leak resistant design. Invisible on photocopies and scans. Clean and accurate correction, UV-
resistant. Strong covering power. Exclusive Tipp-Ex® Quick-drying formula.

During its manufacturing process, each Shake’n Squeeze liquid correction pen is subject to more than 30 quality controls.

- Length: 138mm
- Width: 12mm
- Height: 20mm

- Box x 10
- Display x 60

- Social audits carried out

- PVC free product
- Factory certified ISO 14001

-  Compliant with packaging & packaging waste European 
Directive 94/62/EC

Fluid
Solvent-based. 

White color 8 ml. 

High performance formula.

Point
Stainless steel metal. 
Diameter: 2,3 mm for a 
very precise correction. 

Easy to apply: Shake, 
press and correct.

Gripping area
Very flexible.
Easy to squeeze.
Flexible flow depending  
on the surface to correct.

Mixer
Allows you to homogenize  
the fluid.

Nylon Body 12
High quality.
Resistant to all weather conditions.
Resists falls.

Valve system
Special design for smooth contact on paper.

Spring Applicator 
Stainless Steel

Tip
2.3mm diameter

Squeezable correction pen

- REACH / EC NO 1907/2006
- Fluid assessed by an external toxicologist
-  Heavy metal content tested by an external laboratory 

(EN71-3, ASTM F 963, 16 CFR 1303, 91/338/EEC)
- Latex free product
-  Product free of dangerous phthalates (DINP, DIDP, DEHP, 

DBP, DNOP & BBP)
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